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Starting&StoppingtheEngine
Alwaysfollowtheproperstartingprocedure
describedbelow.

YourCRFcanbekickstartedwiththe
transmissioningearbypullingintheclutchlever
beforeoperatingthekickstarter.

Preparation

Makesurethatthetransmissionisinneutral.

StartingProcedure

Alwaysfollowtheproperstartingprocedure
describedasfollows.

Checktheengineoil,transmissionoilandcoolant
levelsbeforestartingtheengine(pages37,40,41).
Snappingthethrottleorfastidlingformorethan
5minutesatnormalairtemperaturemaycause
exhaustpipediscoloration.

ColdEngineStarting
1. Turnthefuelvalve(1)ON.
2. Shiftthetransmissionintoneutral.
3. Ifthetemperatureis95°F(35°C)orbelow,

pullthechokeknob(2)fullyout.
4. Ifthetemperatureisbelow32°F(0°C),open

thethrottletwoorthreetimes.(Theengine
requiresarichermixtureforstartingincold
weather.Whenthethrottleissoopened,the
acceleratorpumpwillfeedextrafueltothe
cylinder,therebyfacilitatingstartingincold
weather.)

5. Withthethrottleclosed,operatethe
kickstarterstartingfromthetopofthe
kickstarterstroke,andkickthroughtothe
bottomofthestrokewitharapid,continuous
motion.
(Donotopenthethrottle,Asthecarburetoris
equippedwithanacceleratorpump,excessive
fuelwillbechargedintotheengine,andthe
sparkplugwillbefouledifthethrottleis
openedandclosedrepeatedly.Excessivefuel
intheenginemakeskickstartingdif ficult.)

6. Aboutaminuteaftertheenginestarts,push
thechokeknoballthewaytofullyOFF .
Ifidlingisunstable,openthethrottleslightly .

WarmEngineStarting
1. TurnthefuelvalveON.
2. Shiftthetransmissionintoneutral.
3. Pullthehotstartlever(1)andkick-startthe

engine.(Donotopenthethrottle.)
4. Assoonastheenginestarts,releasethehot

startlever.
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Startingtheengineafterastallduringridingor
afterafall
1. Shiftthetransmissionintoneutral.
2. Pullthehotstartleverandkick-startthe

engine(Donotopenthethrottle).
3. Assoonastheenginestarts,releasethehot

startlever.

FloodedEngine

Iftheenginefailstostartafterrepeatedattempts,
itmaybefloodedwithexcessfuel. Tocleara
floodedengine:

1. Shiftthetransmissionintoneutral.
2. Withthethrottlefullyopened,repeat

kickstarteroperationapproximatelytentimes
veryslowlytodischargeexcessivefuelfrom
theengine.

3. Pullthehotstartleverandkick-startthe
engine.(Donotopenthethrottle.)

4. Assoonastheenginestarts,releasethehot
startlever.


