
Usingthewrongoilfiltermayresultinleaksor
enginedamage.

10. Applygreasetothefiltersideofthespring
end,theninstallthespring(8)intoanewoil
filter.

11. Positionthespringagainsttheengine
crankcaseandinstallanewoilfilterwiththe
rubberseal(9)facingout,awayfromthe
engine.Youshouldseethe“OUT-SIDE”
mark(10)onthefilterbody,neartheseal.
UseanewHondaGenuineoilfilterora
filterofequalqualityspecifiedforyour
model.

Iftheoilfilterisnotinstalledpr operly,itwill
causeseriousenginedamage.

12. ApplyengineoiltotheO-ringandinstallit
totheoilfiltercover.

13. Installtheoilfiltercoverbeingcarefulnotto
damagetheO-ring,thentightentheoilfilter
coverboltstothespecifiedtorque:
7lbf·ft(10N·m,1.0kgf·m)

14. Fillthecrankcasewiththerecommendedoil.
Capacity: 0.62USqt(0.59R)

afterdrainingandoilfilterchange
0.59USqt(0.56R)
afterdraining

15. Installtheengineoilfillcap/dipstick.
16. Checktheengineoillevelbyfollowingthe

stepsinChecking&AddingOil(page37).

Pourthedrainedoilintoasuitablecontainerand
disposeofitinanapprovedmanner(page130).

NOTICE

NOTICE
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EngineOil
6. Itisrecommendedtoreplacetheoilandfilter

every6racesoraboutevery15.0hours.
However,ifyoureplaceonlytheoilbefore
therecommendedinterval,seepage21.

7. Removetheoilfiltercoverbolts(4)andoil
filtercover(5).

8. Removetheoilfilter(6)fromtheoilfiltercover .
9. CheckthattheoilfiltercoverO-ring(7)isin

goodconditionandreplaceitifnecessary.

(8)
(10) (7)

(6) (9)

(5)

(4)

(4)oilfiltercoverbolts
(5)oilfiltercover
(6)oilfilter
(7)oilfiltercoverO-ring
(8)spring
(9)rubberseal

(10)“OUT-SIDE” mark

Improperdisposalofdrainedfluidsisharmfulto
theenvironment.

NOTICE


