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Air Cleaner
RefertoSafetyPrecautions onpage19.

Theaircleanerusespolyurethaneinnerandouter
pieceswhichcan’tbeseparated.
A dirtyaircleanerwillreduceenginepower.

Properaircleanermaintenanceisveryimportant
foroff-roadvehicles.A dirty,water-soaked,
worn-out,ordefectiveaircleanerwillallowdirt,
dust,mud,andotherimpuritiestopassintothe
engine.

Servicetheaircleanermorefrequentlyifyou
rideinunusuallywetordustyareas. Yourdealer
canhelpyoudeterminethecorrectservice
intervalforyourridingconditions.

YourCRF’saircleanerhasveryspecific
performancerequirements.UseanewHonda
Genuineaircleanerspecifiedforyourmodelor
anaircleanerofequalquality.

Usingthewrongaircleanermayresultin
prematureenginewear.

Properaircleanermaintenancecanprevent
prematureenginewearordamage,expensive
repairs,lowenginepower,poorgasmileage,and
sparkplugfouling.

Improperorlackofproperaircleaner
maintenancecancausepoorperformanceand
prematureenginewear.

NOTICE

NOTICE

Cleaning

1. Removetheseat(page29).
2. Removetheaircleanerretainingbolt(1)and

aircleanerassembly(2).

(1)aircleanerretainingbolt
(2)aircleanerassembly

3. Removetheaircleanerelement(3)fromthe
aircleanerholder(4).

7.Apply 0.09–0.11oz(2.6–3.0g)ofPro
HondaWhiteLithiumGreaseorequivalentto
theaircleanerhousingcontactareaoftheair
cleanerelement.

8. Assembletheaircleanerelementandholder.
Installtheholdertab(5)inthehole(6)ofthe
aircleanertab(7).
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4. Washtheaircleanerelementincleannon-
flammablecleaningsolvent.Thenwashin
hot,soapywater,rinsewell,andallowtodry
thoroughly.
Theaircleanerelementismadeintwopieces:
innerandouter,whichcannotbeseparated.

5. Cleantheinsideoftheaircleanerhousing.
6. Allowtheaircleanertodrythoroughly.After

drying,apply1.7USoz(50cm 3)ofcleanPro
HondaFoamFilterOiloranequivalentair
cleaneroilfromtheinsideoftheelement.
Placetheelementintoaplasticbagand
spreadtheoilevenlybyhand.


