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RefertoSafetyPrecautions onpage19.

SparkPlugRecommendation

Therecommendedstandardsparkplugis
satisfactoryformostracingconditions.

Useonlytherecommendedtypeofsparkplugsin
therecommendedheatrange.

Usingasparkplugwithanimproperheatrange
orincorrectreachcancauseenginedamage.
Usinganon-resistorsparkplugmaycause
ignitionproblems.

SparkPlugInspection&Replacement

1. Pullthedustcover(1)back.
2. Disconnectthedirectignitioncoilconnector(2).
3. Disconnectthedirectignitioncoil(3).
4. Cleananydirtfromaroundthesparkplugbase.
5. Removethesparkplug(4).

NOTICE

SparkPlug
8. Toobtainaccuratesparkplugreadings,

accelerateuptospeedonastraightaway.Push
theenginestopbuttonanddisengagethe
clutchbypullingtheleverin.
Coasttoastop,thenremoveandinspectthespark
plug.Theporcelaininsulatoraroundthecenter
electrodeshouldappeartanormediumgray.

Ifyou'reusinganewplug,rideforatleast10
minutesbeforetakingaplugreading;abrand-new
plugwillnotshowcolorinitially.

Iftheelectrodesappearburnt,ortheinsulatoris
whiteorlightgray(lean)ortheelectrodesand
insulatorareblackorfouled(rich),thereisa
problemelsewhere(page122).
Checkthecarburetor,fuelsystemandignitiontiming.

9. Withthesealinggasketattached,threadthe
sparkpluginbyhandtopreventcross-
threading.

(1)dustcover (3)directignitioncoil
(2)directignitioncoilconnector(4)spar kplug

6. Checktheelectrodesforwearordeposits,the
sealinggasket(5)fordamage,andthe
insulatorforcracks.Replaceifyoudetect
them.

7. Checkthesparkpluggap(6)usingafeeler
gauge,andadjustbycarefullybendingtheside
electrode(7).
Therecommendedsparkpluggapis:
0.031–0.035in(0.8–0.9mm)
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Standard
CR8EH-9(NGK)

U24FER9(DENSO)

Optional
CR9EH-9(NGK)

U27FER9(DENSO)

10. Tightenthesparkplug:
• Iftheoldplugisgood:

1/8turnafteritseats.
• Ifinstallinganewplug,tightenittwiceto

preventloosening:
a) First,tightentheplug:

NGK:1/2turnafteritseats.
DENSO:1turnafteritseats.

b) Thenloosentheplug.
c) Next,tightentheplugagain:

1/8turnafteritseats.

Animproperlytightenedsparkplugcandamagethe
engine.Ifaplugistooloose,apistonmaybedamaged.
Ifaplugistootight,thethreadsmaybedamaged.

11. Connectthedirectignitioncoil.Takecareto
avoidpinchinganycablesorwires.

12. Connectthedirectignitioncoilconnector.
13. Installthedustcover.

NOTICE


