
ServicingYour Honda 55

ValveClearance

CamshaftHolder AssemblyRemoval

1. Recordtheintakevalveclearanceandexhaust
valveclearance.
Makesurethepistonisat TDC(TopDead
Center)onthecompressionstroke(page53).

2. Loosentheconnectingtubeclampscrew(1)
andinsulatorbandscrew(2)androtatethe
carburetortoaccessforthecamchain
tensionerlifter.

(3)camchaintensionerliftercoverbolt
(4)sealingwasher

Usethetensionerstoppertool.
• Tensionerstopper 070MG-0010100

07AMG-001A100
(USA only)

4. Turnthetensionershaftclockwisewiththe
tensionerstopper(5)untilitstops,inorderto
retractthetensionerfully.
Theninsertthetensionerstopperfullytohold
thestopperinthefullyretractedposition.

(5)tensionerstopper

5. Removethebolt(6),stopperplate(7),return
spring(8)anddecompressorweight(9).

Donotletthebolt,stopperplate,r eturnspring
anddecompressorweightfallintothecrankcase.

NOTICE

(3)

(4)

(5) (5)

(1)connectingtubeclampscrew
(2)insulatorbandscrew

3. Removethecamchaintensionerliftercover
bolt(3)andsealingwasher(4).

(1)

(2)

6. Removethesocketbolts(10)andcam
sprocket(11),thenattachapieceofwireto
thecamchain(12)topreventitfromfalling
intothecrankcase.

Donotletthebolts,sprocketandcamchainfall
intothecrankcase.

NOTICE

(9)

(8) (7) (6)

(10)socketbolts (12)camchain
(11)camsprocket

(12)

(11)

(10)

(6)bolt (8)returnspring
(7)stopperplate (9)decompressorweight (cont’d)


