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(1)primarydrivegearbolt
(2)punchmark
(3)indexmark

2. Installthenewlyselectedshims(4)onthe
valvespringretainers(5).

Donotlettheshimsfallintothecrankcase.

NOTICE

(4)shims(5)v alvespringretainers

CamshaftHolder AssemblyInstallation

1. Whileholdingthecamchain,rotatethe
primarydrivegearbolt(1)(crankshaft)
clockwiseandalignthepunchmark(2)with
theindexmark(3).
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ValveClearance
3. Applymolybdenumdisulfideoil(amixtureof

1/2engineoiland1/2molybdenumdisulfide
greasecontainingmorethan3%molybdenum
disulfideadditive)totheoutersurfaceofeach
valvelifter(6).

4. Installthevalveliftersintheiroriginal
locationintothecamshaftholderassembly.

5. ApplyoiltonewO-ring(7)andinstallit.

(6)valvelifters (7)O-ring

6. Applymolybdenumdisulfideoil(amixtureof
1/2engineoiland1/2molybdenumdisulfide
greasecontainingmorethan3%molybdenum
disulfideadditive)tothesurfaceofthecam
lobes.
Installthecamshaftholderassemblyontothe
cylinderheadaligningtheindexline(8)on
thecamshaftflangewiththeindexmark(9)
onthecamshaftholderasillustratedabove.
Applyoiltothecamshaftholderassembly
boltthreadsandseatingsurface.
Alignthecamshaftholderassemblyboltholes
(10)withtherockerarmshaftcut-outs(1 1).
Tightenthecamshaftholderassemblybolts
(12)inacrisscrosspatternintwoorthree
stepstothespecifiedtorque:
10lbf·ft(13N·m,1.3kgf·m)
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Donotlettheboltsandvalveliftersfallintothe
crankcase.

NOTICE
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