
Optional Stiffer 20.2 lbf/in (3.53 N/mm) Fork Spring

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

ServicingYour Honda 73

Suspension

1coilatbothends

(factoryproducts)

Standardoil
level
[capacity]

Maximumoil
level
[capacity]

Minimumoil
level
[capacity]

Standardoil
level
[capacity]

Maximumoil
level
[capacity]

Minimumoil
level
[capacity]

5.02in
127.5mm
11.95USoz
(353.2cm3)

5.02in
127.5mm
11.95USoz
(353.2cm3)

7.61in
193.4mm
10.14USoz
(299.9cm3)

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

Optional Softer 17.9 lbf/in (3.14 N/mm) Fork Spring

2coilsatoneend;
1coilatotherend

(4)

(5)

















(cont’d)

Standardoil
level
[capacity]

Maximumoil
level
[capacity]

Minimumoil
level
[capacity]

5.04in
128.1mm
11.93USoz
(352.7cm3)

5.04in
128.1mm
11.93USoz
(352.7cm3)

7.64in
194.1mm
10.13USoz
(299.4cm3)

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

1scribemark





4.88in
124.0mm
12.04USoz
(356.0cm3)

4.83in
122.8mm
12.07USoz
(357.0cm3)

7.43in
188.7mm
10.27USoz
(303.7cm3)

6. Withtheforktubeheldupright,measurethe
oillevel(4)fromthetopofthetube.

(4)oillevel

7. Adjusttheoillevelbyaddingorremovingthe
oilwithanaftermarketsyringe(5).

(5)syringe

ForkOilLevel(CRF150R)

Standard 19.0 lbf/in (3.33 N/mm) Fork Spring


