
80 ServicingYour Honda

Tires&Tubes

WARNING
Usingtiresthatareexcessivelywornor
improperlyinflatedcancauseacrashin
whichyoucanbeser iouslyhurtorkilled.

Followallinstructionsinthisowner’s
manualregardingtireinflationand
maintenance.

Front 15psi(100kPa,1.0kgf/cm2)

Rear 15psi(100kPa,1.0kgf/cm2)

RefertoSafetyPrecautions onpage19.

TosafelyoperateyourCRFthetiresmustbethe
propertype(off-road)andsize,ingoodcondition
withadequatetread,andcorrectlyinflated.

Thefollowingpagesgivedetailedinformationon
howandwhentocheckyourairpressure,howto
inspectyourtiresforwearanddamage,andour
recommendationsontirerepairandreplacement.

Air Pressure

Properlyinflatedtiresprovidethebest
combinationofhandling,treadlife,andriding
comfort.Generally,underinflatedtireswear
unevenly,adverselyaffecthandling,andaremore
likelytofailfrombeingoverheated.
Underinflatedtirescanalsocausewheeldamage
onhardterrain.Overinflatedtiresmakeyour
CRFrideharshly,aremorepronetodamage
fromsurfacehazards,andwearunevenly.

Makesurethevalvestemcapsaresecure.If
necessary,installnewcaps.

Alwayscheckairpressurewhenyourtiresare
“cold.”Ifyoucheckairpressurewhenyourtires
are“warm”—evenifyourCRFhasonlybeen
riddenforafewmiles —thereadingswillbe
higher.Ifyouletairoutofwarmtirestomatch
therecommendedcoldpressures,thetireswillbe
underinflated.
Thecorrect“cold”tirepressuresare:

Ifyoudecidetoadjusttirepressuresfora
particularridingcondition,makechangesalittle
atatime.

Inspection

Taketimetoinspectyourtiresandwheelsbefore
youride.

• Inspectcarefullyforbumpsorbulgesinthe
sideofthetireorthetread.Replaceanytire
thathasabumporbulge.

• Lookcloselyforcuts,slits,orcracksinthe
tires.Replaceatireifyoucanseefabricor
cord.

• Checkforrocksorotherobjectsembeddedin
thetireortread.Removeanyobjects.

• Checkthepositionofbothvalvestems. A
tiltedvalvestemindicatesthetubeisslipping
insidethetireorthetireisslippingonthe
rim.

TubeReplacement

Ifatubeispuncturedordamaged,youshould
replaceitassoonaspossible.A repairedtube
maynothavethesamereliabilityasanewone,
anditmayfailwhileyouareriding.

Useareplacementtubeequivalenttotheoriginal.


