
88 ServicingYour Honda

Referto SafetyPrecautions onpage19.

SteeringHeadBearingsInspection

1. WithyourCRFonaboxoroptional
workstand(frontwheelelevated),turnthe
handlebartotherightandlefttocheckfor
roughnessinthesteeringheadbearings.

Handlebar Inspection

1. Checkthehandlebar(1)forbendsorcracks.
2. Checkthatthehandlebarhasnotmovedfrom

itsproperposition(byinspectingthepunch
mark(2)).

3. Checkthetorqueofthehandlebarupper
holderbolts(3):
16lbf·ft(22N·m,2.2kgf·m)
Tightenthefrontboltsfirst.

(1)handlebar(3) handlebarupperholderbolts
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ControlCables

Periodically,disconnectthethrottle,clutchand
hotstartcablesattheirupperends. Thoroughly
lubricatethecablepivotpointswitha
commercially-availablecablelubricant.Ifthe
clutchlever,hotstartleverandthrottleoperation
isnotsmooth,replacethecable.
Besurethethrottlereturnsfreelyfromfullyopen
tofullyclosedautomatically,inallsteering
positions.
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AdditionalMaintenanceProcedures

2. StandinfrontofyourCRF,grabthefork(at
theaxle),lookatthesteeringhead,andpush
theforkinandout(towardtheengine)to
checkforplayinthesteeringheadbearings.
Ifanyroughnessorplayisfelt,butyoudo
notseeanymovementinthesteeringhead,
theforkbushingsmaybeworn.Refertothe
HondaServiceManualforreplacementor
adjustmentprocedures,orseeyourdealer.


