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AppearanceCare

CondensationControl

Somecondensationcanformwithinthe
transmissioncavityaswell.Thisisnaturaland
justonemorereasonyoushouldchangethe
engineandtransmissionoiloften.

After CleaningLubrication

Therearesomethingsyoushoulddojustafter
washingyourCRFtohelppreventrustand
corrosion.

OnceyourCRFiscleananddry,youshould
protectanybaresteelfromrustingbyapplyinga
lightcoatingofarust-inhibitor.Lubricatethe
drivechainanddrivesprocketafterremoving
andthoroughlycleaninginsolvent.Besurethe
chainiswipedcleanandisdrybeforeapplying
thechainlube.

Followthesuggestionsgiveninthepagesofthis
manualforlubricatingitemssuchasthebrake
andclutchleverpivotpointsandfootpegpivot
pins.

ExhaustPipeAndMuffler Maintenance

Theexhaustpipeandmufflerarestainlesssteel
butmaybecomestainedbymudordust.

Toremovemudordust,useawetspongeanda
liquidkitchenabrasive,thenrinsewellwithclean
water.Drywithachamoisorasofttowel.
Ifnecessary,removeheatstainsbyusinga
commerciallyavailablefinetexturecompound.
Thenrinsebythesamemannerasremovingmud
ordust.


