
Adjustmentsfor Competition 97

FrontSuspensionAdjustments

• Besuretheoillevelisthesameinbothfork
legs.

• Alwaysusetheaftermarketsyringewhile
adjustingtheoillevel.
Ifitisn’tused,airmaygetintothefork.

• Ifasyringeisnotavailable,firstsettheoil
levelsomewhatlowerthanthenormallevel,
thenaddsmallamountsofoiluntilthecorrect
levelisobtained,measuringtheleveleach
timeoilisadded.

(cont’d)

16. Inspectbothendsoftheforkspring.Ifyou
findanyroughnessorburrededgeonthe
endofeitherspring,smooththeroughness
withafileandsomeemerycloth.

Standardoil
level
[capacity]

Maximumoil
level
[capacity]

Minimumoil
level
[capacity]

5.43in
137.9mm
11.65USoz
(344.5cm3)

5.04in
127.9mm
11.92USoz
(352.6cm3)

7.50in
190.6mm
10.21USoz
(301.9cm3)

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

2scribemark





1scribemark

(factoryproducts)

Standardoil
level
[capacity]

Maximumoil
level
[capacity]

Minimumoil
level
[capacity]

5.55in
141.0mm
11.57USoz
(342.0cm3)

5.16in
131.0mm
11.84USoz
(350.1cm3)

7.63in
193.7mm
10.13USoz
(299.4cm3)

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

Standardoil
level
[capacity]

Maximumoil
level
[capacity]

Minimumoil
level
[capacity]

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

Optional Softer 19.0 lbf/in (3.33 N/mm) Fork Spring

1coilatbothends

















5.34in
135.7mm
11.71USoz
(346.3cm3)

4.95in
125.7mm
11.99USoz
(354.4cm3)

7.42in
188.4mm
10.27USoz
(303.7cm3)

ForkOilLevel(CRF150RB)

Standard 20.2 lbf/in (3.53 N/mm) Fork Spring

Optional Stiffer 21.3 lbf/in (3.73 N/mm) Fork Spring


