
Adjustmentsfor Competition 99

FrontSuspensionAdjustments
28. Alignthegroove(23)intheforktube(10)

withthetopsurfaceoftheupperforkclamps
(24).

29. Temporarilytightentheforkbridgelower
pinchbolts(7)andthentightentheforkcap
(2)tothespecifiedtorque:
25lbf·ft(34N·m,3.5kgf·m)

30. Foreaseofreleasingairpressureafterthe
forksareinstalled,loosentheforkbridge
lowerpinchboltsandpositiontheforkouter
tubessothattheforkairpressurerelease
screwsareinfrontoftherebounddamping
adjusters.

31. Tightentheforkbridgelowerpinchboltsto
thespecifiedtorque:
16lbf·ft(22N·m,2.2kgf·m)

32. Tightentheforkbridgeupperpinchbolts(1)
tothespecifiedtorque:
16lbf·ft(22N·m,2.2kgf·m)

Over-tighteningthepinchboltscandeformthe
forktubes.Deformedforktubesmustbe
replaced.

(1)forkbridgeupperpinchbolt (10)forktube
(2)forkcap (23)groove
(7)forkbridgelowerpinchbolts (24)upperforkclamp

33. Cleanthethreadsoftheforkprotectorbolts
andaxleholderthoroughly.

34. Applylockingagenttotheboltthreads.
35. Installtheforkprotectors(5)andtightenthe

boltstothespecifiedtorque:
5.2lbf·ft(7N·m,0.7kgf·m)

(5)forkprotectors

36. Cleanthesurfaceswherethefrontaxleshaft
andaxleclampscontacteachother.

37. Installtheleftandrightsidecollarsintothe
wheelhub.

38. Insertthefrontaxleshaft(4)throughthe
wheelhubfromtherightside.Makesure
theaxleshaftisseatedfirmlyontotheleft
forklegclampinnersurface.

39. Installthefrontaxlenut(3).

40. Alignthebrakecaliper(6)withtheleftfork
leg,makingsurethatthebrakehoseisnot
twisted.Animproperlyroutedbrakehose
mayruptureandcausealossofbraking
efficiency.

41. Cleanthethreadsofthebrakecaliper
mountingbolts(25)andbrakecaliper
thoroughly.

42. Applylockingagenttotheboltthreads.
43. Installthebrakecaliperontheforkslider

andtightenthebrakecalipermountingbolts
tothespecifiedtorque:
22lbf·ft(30N·m,3.1kgf·m)

Fitthebrakecaliperoverthedisc,takingcar e
nottodamagethebrakepads.

(3)frontaxlenut (6)brakecaliper
(4)frontaxleshaft (25)brakecalipermountingbolts
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