
Adjustmentsfor Competition 121

Carburetor Adjustments&TuningTips
11. Changethemainjet(5)andslowjet(6)as

required.
Mainjet;
1.1lbf·ft(1.5N·m,0.2kgf·m)
Slowjet:
1.1lbf·ft(1.5N·m,0.2kgf·m)

15. Removetheclip(11)andjetneedle(12)
fromthejetneedleholder(13).

(11)clip
(12)jetneedle
(13)jetneedleholder

16. Changetheclippositionofjetneedleorjet
needleasrequired.

17. Reinstallthejetneedle/holderassemblyand
tightenittothespecifiedtorque:
1.5lbf·ft(2.1N·m,0.2kgf·m)

18. Reinstallthecarburetortop,cableclampand
carburetortopscrews.Tightenthe
carburetortopscrewstothespecifiedtorque:
1.5lbf·ft(2.1N·m,0.2kgf·m)

(14)tabs
(15)grooves
(16)connectingtubeclampscrew
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(7)carburetortopscrews
(8)cableclamp
(9)carburetortop

(10)jetneedle/holderassembly

19. Rotatethecarburetorandalignthetabs(14)
onthecarburetorwiththegrooves(15)on
theinsulatorandconnectingtube.

20. Tightentheconnectingtubeclampscrew
(16)sothegapbetweenthetabsofthe
clampis0.1± 0.04in(3± 1mm).

(5)mainjet (6)slowjet

12. Reinstallthefloatbowlplugandtightenitto
thespecifiedtorque:
3.6lbf·ft(4.9N·m,0.5kgf·m)

Ifyou’vedeterminethatthejetneedleorclip
positionofjetneedlemustbechanged,youmust
removethecarburetortop.

13. Rotatethecarburetortotherightandremove
thecarburetortopscrews(7),cableclamp(8)
andcarburetortop(9).

14. Removethejetneedle/holderassembly(10).

0.1±0.04in(3±1mm)

(cont’d)


