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Ifyouwon’tberidingforanextendedperiod,
suchasduringthewinter,thoroughlyinspect
yourHondaandcorrectanyproblembefore
storingit.Thatway,neededrepairswon’tbe
forgottenanditwillbeeasiertogetyourCRF
runningagain.

Toreduceorpreventdeteriorationthatcanoccur
duringstorage,alsofollowthefollowing
procedures.

Preparationfor Storage

1. CompletelycleanallpartsofyourCRF.If
yourCRFhasbeenexposedtoseaairorsalt
water,washitdownwithfreshwaterand
wipedry.

2. Changetheengineoilandfilter(page37).
3. Replacethetransmissionoil(page40).
4. Drainthefuelfromthefueltankandcarburetor

intoanapprovedgasolinecontainer.
TurnthefuelvalveOFFandloosenthe
carburetordrainscrew.Draingasolineintoan
approvedcontainer.Retightenthedrainscrew.

WARNING
Gasolineishighlyflammableand
explosive. Youcanbeburnedor
seriouslyinjuredwhenhandlingfuel.

• Stoptheengineandkeepheat,sparks
andflameaway.

• Handlefuelonlyoutdoors.
• Wipeupspillsimmediately.

5. Removetheradiatorcapandcoolantdrain
bolt/sealingwasher(1)atthewaterpump(2)to
draincoolant.
Afterthecoolanthasbeencompletely
drained,ensurethatthedrainboltsealing
washerisingoodconditionandinstallthe
drainbolt/sealingwasherandradiatorcap.
Coolantdrainbolt:
7lbf·ft(10N·m,1.0kgf·m)

RemovalfromStorage

1. UncoverandcleanyourCRF.
Changetheengineandtransmissionoilif
morethan4monthshavepassedsincethe
startofstorage.

2. Uncovertheendofthemufflerandremove
theragfromthemuffleroutlet.

3. Fillthefueltankwiththerecommendedfuel
(page34).

4. Pourafreshrecommendedcoolantmixture
(page41)slowlyintotheradiatorfillholeup
tothefillerneck.
Capacity:
0.80USqt(0.76R)
afterdisassembly

LeanyourCRFslightlyrightandleftseveral
timestobleedtrappedairinthecooling
system.
Ifthecoolantlevellowers,addcoolantand
repeattheaboveprocedure.
Installtheradiatorcapsecurely.

5. Performallmaintenancechecks(page9).

(1)

(2)

(1)coolantdrainbolt/sealingwasher(2)w aterpump

6. Lubricatethedrivechain.
7. Inflatethetirestotheirrecommended

pressures.
8. PlaceyourCRFonanoptionalworkstandor

equivalenttoraisebothtiresof ftheground.
9. Stuffaragintothemuffleroutlet.Thentiea

plasticbagovertheendofthemuf flerto
preventmoisturefromentering.

10. StoreyourCRFinanunheatedarea,freeof
dampness,awayfromsunlight,witha
minimumofdailytemperaturevariation.

11. CoveryourCRFwithaporousmaterial.
Avoidusingplasticorsimilarnon-breathing,
coatedmaterialsthatrestrictairflowand
allowheatandmoisturetoaccumulate.


