
Specifications

TechnicalInformation 135

Overalllength
Overallwidth
Overallheight
Wheelbase
Seatheight
Footpegheight
Groundclearance

Item

CRF150R

English

72.1in
30.3in
44.6in
49.6in
32.8in
14.9in
11.9in

Metric

Type

Dimension

Frame

F.suspension

R.suspension

Fronttire

Semidoublecradle
Telescopicfork

travel9.5in(241mm)
stroke10.8in(275mm)

Pro-link
travel10.7in(272mm)

70/100–1740M

CM

AC
DUNLOP K490G

70/100–1740M
BRIDGESTONE M23

90/100–1449M

CM

AC
DUNLOP K695

90/100–1449M
BRIDGESTONE M22

Reartire

bias-ply,tube
15psi(100kPa,1.0kgf/cm2)
15psi(100kPa,1.0kgf/cm2)

Tiretype
Tirepressure,front(cold)
Tirepressure,rear(cold)

F.brake,sweptarea

R.brake,sweptarea

Fuelcapacity
Casterangle
Traillength
Forkoilcapacity

Singlediscbrake
55.5in2(358.1cm2)

Singlediscbrake
46.6in2(300.7cm2)

Fuelrecommendation
unleadedgasoline,pump
octanenumberof91or

higher

27°2’
1.14USgal

3.1in
12.04USoz

4.3R

78mm
356cm3

Item English

2.60x1.72in

0.28in

0.80USqt 0.76R

Cylinderarrangement

Boreandstroke

Displacement

Compressionratio

Valveclearance Intake:

Exhaust:

0.006±0.001in
(0.16±0.03mm)
0.010±0.001in
(0.26±0.03mm)

Engineoilcapacity
Afterdraining
Afterdrainingand
oilfilterchange
Afterdisassembly

Afterdisassembly

Transmissionoil
capacity
Afterdraining

Type

Identificationnumber

Mainjet(standard)

Jetneedle(standard)

Pistonvalve

FCR08D

#140

NMQT

Needleclipposition
(standard)

Slowjet(standard)

Pilotscrewopening

Floatlevel

Idlespeed

Liquidcooled,4-stroke

Single19°inclinedfrom
vertical

0.59USqt

0.62USqt

0.74USqt

0.60USqt

0.69USqt

3rdgroove

#38

2turnsout

2,100±100rpm

Type

Metric

0.56R

0.59R

0.70R

0.57R

0.65R

66.0x43.7
mm

7.0mm

Engine

Carburetor

CoolingSystem

Coolantcapacity
Afterdisassembly

11.7:1

Clutchtype

Transmission

Primaryreduction

GearratioI

GearratioII

GearratioIII

GearratioIV

GearratioV

Finalreduction

Item English Metric

Drivetrain

Electrical

Wet,multi-platetype

5-speed,constantmesh

4.117

2.214

1.647

1.318

1.105

0.956

3.333

Gearshiftpattern

Ignition

Startingsystem

Sparkplug:
Standard

ICM

Kickstarter

Leftfoot-operatedreturn
system1-N-2-3-4-5

NGKCR8EH-9
DENSOU24FER9

Sparkpluggap 0.031–0.035in
(0.8–0.9mm)

Optional NGKCR9EH-9
DENSOU27FER9

1,832mm
770mm

1,133mm
1,260mm

832mm
379mm
301mm

9.13cu-in 149.7cm3


