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OptionalPartsList
Thesepartsandtoolsmaybeorderedfromyour
authorizeddealer.

Fuelflowamount
decrease

Remarks

Leakjetnumber

#75

#70

#65(standard)

#60

#55

CARBURETOR

increase

RemarksMUFFLER

Usinganoptionalmuffler,
changethecarburetor
settings.
Seepage118formore
details.

AMANoiseEmission
Regulation
ConformedMuffler

*YourCRFdosenotconformtoAMAnoiseemission
regulationfor2012year.
AnoptionalAMAnoiseemissionregulationconformed
mufflermaybeavailable.Contactyourdealer.

CARBURETOR

Mainjet
(Standard:#140)

Slowjet
(Standard:#38)

JetNeedle
Standardneedle:NMQT
Straightdiameter:ø2.775mm

Specificflow
characteristics
at 1/16 to 1/4
throttle

Rich

Lean

Jetneedle
number
(1/2 clip
positionleaner
thanstandard
at 1/8 to 3/4
throttle)

NMRS
ø2.765mm

NMRU
ø2.785mm

NMRT
ø2.775mm

Jetneedle
number
(standard
series)

NMRR
ø2.755mm

NMQR
ø2.755mm

NMQS
ø2.765mm

NMQU
ø2.785mm

NMRV
ø2.795mm

NMQV
ø2.795mm

MARK

Size

Remarks

#128–#148(inincrementsof2or3 )

#35–#42
(inincrementsof2or3)

NMQT
ø2.775mm

(standard
needle)

Remarks

<>:Drivechainlinks
49T,Aluminum<120>
50T,steel<120>(standard)
50T,Aluminum<120>
51T,Aluminum<120>

<>:Drivechainlinks
55T,Aluminum<126>
56T,steel<126>(standard)
56T,Aluminum<126>
57T,Aluminum<126>

DID420DS3:
120Links(CRF150R)
126Links(CRF150RB)

Driven
sprocket

Drive
chain

CRF150R

CRF150RB

Standard

DID420DS3:130LinksOptional

FRAME

Remarks

FormaintenanceWorkstand

ToadjustspringpreloadPinspannerA

Totorquetheshockspringlock
nut

PinspannerB

TOOLS


