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* Suggested4-strokeengineoilsareequal
performancetoSJoilsthatarenotlabeledas
energyconservingonthecircularAPIservice
label.

EngineOil
RefertoSafetyPrecautionsonpage19.

Usingtheproperoil,andregularlychecking,
adding,andchangingoilwillhelpextendthe
servicelifeoftheengine.Eventhebestoilwears
out.Changingoilhelpsgetridofdirtand
deposits.Operatingtheenginewitholdordirty
oilcandamageyourengine.Runningtheengine
withinsufficientoilcancauseseriousdamageto
theengine.

OilRecommendation

API
classification

SGorhigherexceptoils
labeledasenergyconserving
onthecircularAPIservice
label

suggestedoil* ProHondaGN44-strokeoil
(USA&Canada),orHonda
4-strokeoil,oranequivalent
motorcycleoil.

viscosity
(weight)

SAE10W–30

JASOT903standard MA

•YourCRFdoesnotneedoiladditives.
Usetherecommendedoil.

•DonotuseAPISHorhigher4-strokeengine
oilsdisplayingacircularAPI“energy
conserving”servicelabelonthecontainer.They
mayaffectlubrication.

Otherviscositiesshowninthefollowingchart
maybeusedwhentheaveragetemperaturein
yourridingareaiswithintheindicatedrange.

NOTRECOMMENDED OK


