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98 Adjustmentsfor Competition

FrontSuspensionAdjustments

(21)

(16)

17. Cleanthespringandspringseatthoroughly
withahighflashpointsolventtoremoveall
metalparticlesanddirt.

18. Drythespringandspringseatwithair
pressureratherthanashoptowel.Usinga
shoptowelallowslinttosticktothesprings.
Lintoranyparticlesthatstickinthedamping
passagescancauseinconsistentdamping.

19. Turntheadjusterneedlerod(14)
counterclockwiseandremoveitfromthefork
cap(2).
Checktheadjusterneedlerodforbentor
damage.
CheckthattheO-rings(20)ontheforkcap
andneedlerodareingoodcondition.Apply
therecommendedforkoiltotheO-rings.

(2)forkcap (20)O-rings
(14)adjusterneedlerod

20. Loosenthelocknut(16)slightly.
21. Attachatwo-footlengthofmechanic ’s

wire (21)tothethreadedportiononthelock
nut.Wrapthewiresecurelyaroundthethreads.

(16)locknut (21)mechanic'swire

22. Installtheforkspring(17)asfollows:
–Withtheforkspringhelduprightonits

markedend,feedthemechanic’swireup
throughthespring.

–Angletheforkspringandslowlyslideit
downintotheforkusingagentlerocking
motion.

23. Reachingthroughthetwoadjacentcoilsnear
theoillockvalve,holdthespringguide(22)
withyourfinger.
Removethemechanic’swireandhand
tightenthelocknut(16)tothespringguide
(22).

(22)

(16)

(17)

(16)locknut (22)springguide
(17)forkspring

24. Settheadjusterscrew(12)to0.06in
(1.5mm)fromtheforkcap(2)top,then
installtheforkcapontothepistonrod.

(2)forkcap(12)adjusterscre w

Wheninstallingtheforkcap,becarefulnotto
damagethedampingforceadjusterneedlerod
andtheneedleortherodend.

25. Handtightentheforkcap(2)onthepiston
rod(15)lightlyuntilitstops,thentightenthe
locknut(16)totheforkcaptothespecified
torque:
15lbf·ft(19.7N·m,2.0kgf·m)

NOTICE

(2)forkcap (16)locknut
(15)pistonrod

26. Temporarilythreadtheforkcapintothefork
tube.

27. Insertbothforklegsintotheforkclamps.

(12)

(2)

0.06in
(1.5mm)

(2) (20)

(14)


