
Adjustmentsfor Competition 115

Carburetor Adjustments&TuningTips
6. Removetheacceleratorpumpcoverscrews

(10)andacceleratorpumpcover(11).

(10)acceleratorpumpcoverscrews
(11)acceleratorpumpcover

7. RemovetheU-ring(12),O-ring(13),spring
(14)anddiaphragm(15).
Cleanthediaphragm.
WheninstallingtheU-ringintotheaccelerator
pumpcover(11)makesuretheU-ringflatside
facestheacceleratorpumpcover,awayfrom
thefloatbowl(16).

(11)acceleratorpumpcover (14)spring
(12)U-ring (15)diaphragm
(13)O-ring (16)floatbowl

8. Removetheholderscrew(17),throttlestop
screwholder(18),floatbowlscrews(19),
hoseguides(20),floatbowl(16)andO-ring(21).

(16)floatbowl
(17)holderscrew
(18)throttlestopscrewholder
(19)floatbowlscrews
(20)hoseguides
(21)O-ring

9. Removethepumprod(22).
Cleanthepumprodandrodpassage(23).
Installthepumprodbypushingtherod
forciblyintothelinklever(24)untilitsnaps
intoplace.

(22)pumprod (24)linklever
(23)rodpassage

(25)floatlevel (27)carburetorintake
(26)floatlevelgauge

11. Removetheleakjet(28)fromthefloatbowl
(16).Cleantheleakjet.

10. Measurethefloatlevel(25)withthefloat
levelgauge(26)whilethefloattabisjust
contactingthefloatvalveandthecarburetor
intake(27)isfacingup.Thefloatlevel
shouldbe0.28in(7.0mm).
Ifthefloatlevelisoutofspecification,
adjustitbybendingthefloattabcarefully.
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