
FRAME/BODY PANELS/EXHAUST SYSTEM

Install the seat rail bra ce and then install the socket

bolts .

INSTALLATION

SEAT RAIL BRACE

59 N·m (6 .0 kqf-rn, 43 lbf-ft]

59 N·m (6.0 kqf-m, 43 lbf -ft )

Af7/
26 Nm (2.7 kqt-rn. 20 Ibf·ft l

30 N·m
(3.1 kqf-m , 22lbf·ft l

LEFT SEAT RAIL

Install the seat rail to the frame.

Install the upper mounting bolts/nuts and lower
mounting bolts/collars/n uts.

Tighten the bo lts and nuts to the spec if ied torqu e.

TORQUE :

Upper m oun t ing flange nut:

59 Nm (6.0 kqf-m, 43 lbf-tt)

Lower mounting flange nut :

59 Nrn (6.0 kqf-m , 43 Ibf.ft)

Tighten the four seat rail brace socket bolts and seat
rail assem bly flange nuts to the specified torque.

TORQUE:

Se at rail brace socket bolt:

26 Nm (2.7 kgf-m, 20 Ibf ·ft)

Seat rail assembly flange nut:

30 Nrn (3.1 kqf- m, 22 Ibf·ft )

SEAT RAIL
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