
MAINTENANCE

Make sure that the EGCV (Exhaust Gas Cont ro l
Valve) cable gu ide pulley index line is aligned wi th
th e EGCV housing index line as sho w n.
If th e pull ey index lin e is not w ith in the to lerance,
adjust the EGCV co nt ro l cab les.

Turn th e ignit ion switch OFF and remove the SCS
service connector.

INDEX LINES

BEARING INSPECTION
Move th e exhaust va lve pulley w ith yo ur hand , ,.--- - - - - - - - - - ----------,

check th e exhaust va lve shaft for excess ive play.

If th ere is excessi ve pl ay, replace the exhaust valve
shaft beari ngs w ith new ones .

LOCK NUT

CABLE ADJUSTMENT
1. Fully loosen th e sp ring equipped side cable lock ,.- - - - - --------- - - ------,

nut and adjusting nut .

2. Sho rt the Data Link Connector (OLe) te rm inals
using the special tool (page 4-34 ).

ADJUSTING NUT

LDCK NUT

ADJUSTING NUT

3. Loosen the adjusti ng cable lock nut and adjust- ~= =============== =~
in g nut.

4. Adj ust the pu ll ey posit ion by turnin g t he adjust 
in g nut.

5. T ighten th e lock nut securely .
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