
FUEL SYSTEM (Programmed Fuel Injection)

Even if the PGM-Ff

has mem ory data,

the M IL does not

blink w hen the

engine is running.

If t he ECM has no self diag nosis mem ory data, th e
MIL w il l i llum in at e, whe n you turn t he ignit io n
sw itc h ON.

If the ECM has self diagn osis m em ory data, the MIL
wi l l start blinking wh en you turn the igniti on switc h
ON.

Note how many t im es t he M IL blin ks, and determ in e
the cause of the problem (p age 6-13).

MALFUNCTION INDICATOR LAMP (M IL)

PGM -FI INDI CATOR

SCS SERVICE CONNECTOR
"""';i
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Connection: Brown - Green

3. Turn th e ignitio n switc h ON.

4. Rem ov e the speci al too l from the Data Link Con-
nector (DLC). "--

DATA LIN K CON NECTOR

SELF-DIAGNOSIS RESET PROCEDURE
Reset t he self-diagnosis mem ory data as fo llow s;

1. Turn t he eng ine stop sw itch "~" and igni ti on
swi tch OFF.

2. Short the Data Link Connector (OLe ) te rm inals
usin g a special tool.

TOOL:

SCS service connector

(0)(0)

5. Th e M IL li ghts ab ou t 5 seconds. W hile t he indi ca- ~=================~
tor li ghts, sho rt th e Data Lin k Connector (DLC)
ag ain with the special tool,

Self-d iag nosis m em ory data is erase d, if t he MIL
turns off and start s b li nking .

• Th e Data Link Co nnector (OLC) mu st be j um ped
while the in di cator is li t . If not, the M IL w il l not
start bli nking .

• No te t hat th e self d iagn osis m em ory dat a ca nnot
be erased if yo u tu rn off t he ignit ion switc h
before th e M IL starts b li nking .

If t he MIL bli nks 20 times, th e dat a has not be en
era sed, so try aga in.
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