
FUEL SYSTEM (Programmed Fuel Injection)

MIL 35 BLINKS (EGCV SERVOMOTOR
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2. EGCV Servomotor Inspection

Turn th e ignit ion switch to OFF.
Rem ove the EGCV servomoto r (page 6-78 ).

Connect th e 12 V battery to th e EGCV servomo
to r connector termi nals and check the servomo
tor function.

Conn ection: Red (+) - Blue (-)

Does th e EGCV servomotor operate n ormally?

YES - GO TO STEP 3.

NO - Faulty EGCV servom oto r

• Before start ing the inspect ion, check fo r loose or .
poo r co nta ct on t he EGCV servo motor co nnector
and recheck the M IL blinkin g.

1. EGCV Op erating Inspection

Disconnect the EGCV co nt rol cable s f rom the , - --- ------ - - - - - ------,

exhaust valve pulley (page 6-76 ).
Turn t he ig nition switch ON .
Chec k th e EGCV servomotor pu lley rotation
w hen short in g t he OLe wit h t he SCS service co n
nect or (page 6-9).

Does th e EGCV servom ot or pulley operate cor
rectly?

YES _. Check th e EGCV cab les bin ding ,
st icki ng or lock.

• Check the EGCV at muffler side .

NO - GO TO STEP 2.

3. ECM Output Line In spection

Con nect th e ECM test harness to ECM con nec
tors (page 6-11).
Check for co nti nui ty between th e EGCV servo
mot o r 6P (Na tural) co nnector terminals of th e
w ire harness side and ECM 32P (Black) co nnec
tor.

Conn ection: Red (+) - A7 H
Blue (+) - A8 H

Is there continuit y?

YES _. Open circuit in Red w ire
• Ope n circuit in Blue w ir e

NO - Replace th e ECM w ith a known good
one, and recheck.
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