
Remove the drain bo lt on the water pump cover and
drain th e system coo lant.

Reinstall the drai n bo lts with new sealing w ashe rs.
Tighten th e w ate r pum p drai n bolt to t he spec ified
torque.

TORQUE: 12 Nm 11 .2 kqf-m, g Ibf.ft l

Discon nect th e sip hon ho se f rom th e radiator.

Dra in the reserve ta nk cool ant .
Empty the coo lant and rinse the inside of th e
reserve tank w ith w ater.

Connec t t he rad iator siphon hose.

Fil l th e system w ith the recom mend ed coo lant
t hrough the f il ler ope ni ng up to f i ller neck.

Remove the rad iato r reserve tank cap and fill the
reserve tank to the upper level line.

Bleed air fro m th e system as foll ow s:
1. Shift th e transm ission into neutral. Start th e

eng ine and let it id le for 2 - 3 m inutes.
2. Snap the thr ott le three to fo ur ti mes to bleed air

from th e system.
3. Stop the eng ine and add coola nt up to the proper

level if necessary. Rein stall th e radiator cap .
4. Chec k the level of coola nt in th e reserve tank and

fil l to th e upper level if it is low .

Install th e radiato r reserve ta nk cap .

Instal l th e under cowls/midd le cowls (page 3-7).
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