
Use a 45-deg ree cutter t o rem ove any rou ghness o r
irregul arities from th e seat.

Reface the seat

w it h a 45-degree

cutter whe never a

valve guide is

replaced .

TOOLS:
Seat cutter, 29 mm (IN)

Se at cutte r. 27.5 m m lEX)
Cutter holder

07780-0010300

077 80-0010200

07JMH-KY20200 or
equiva lent commer
cially available in
U.S.A.
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ROUGHNESS

Use a 32-degree cutter to rem ove the to p 1/4 of the
exis t ing va lv e seat material.

TOOLS:
Flat cutte r. 30 mm (IN)

Flat cutter. 27 m m (EX)

Cutter ho lder

07780-0012200

077 80 -0013 300

07JMH-KY20200 or
equiva le nt commer
cia lly available in
U.S.A.

Use a 50-degree cutt er to remove the bottom 1/4 of ~============== = ==~
th e old seat.

TOOLS:
Interior cutter, 30 mm (IN)

Interior cutter, 30 mm (EX)

Cutter holder

077 80-0014000

07780-0014000

07JMH-KY20200 or
equ ivale nt co m mer

cia lly availabl e in
U.S.A.
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Using a 45-deg ree seat cutter, cut the seat to th e
p roper w idth.
Make sure th at all p itting and irregularit ies are
rem oved.
Refin ish if necessary.
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