
Attach the specia l tools in to the left pivot needle
bea ring cage as shown.
Press the left pivot needl e bea ri ng cage out of the
sw ingarm pivot, using th e spec ial tools and a
hyd raul ic p ress .

TOOLS:
Driver

Attachm ent, 34 mm

Ball race remover

070GD-0010100 o r

070GD·0 01A100
(U.S.A. on ly)

07ZMD-MBW0100
or
07ZMD·MBWA100
(U.S.A. only)
07948-4630100

REAR WHEEL/SUSPENSION

ATIACHM ENT

07749·0010000

07746-0010900

07746-0040600

Pack th e new ball bearing cav it ies with gre ase (She ll
Al vania EP2 or equiva lent).
Press th e ba ll bearing into the swi nga rm righ t pivot
until it is fully seated, using the specia l tools and a
hydraulic press.

TOOLS:
Driver

Attachment, 40 x 42 mm

Pilot, 25 mm

DRIVER

ATIACHMENT/PILOT BALL BEARING

Pack th e new needl e bear ing wi th gr ease (She ll
A lva nia EP2 or equiva lent) .
Press the needle bearing into the swinga rm right
pivot unt il it is fully seated onto the ball bea rin g,
using th e special tools, removed .right pivot col lar
and a hydr auli c press. ---

TOOLS:
Driver

Attachment, 42 mm

07749·0010000

07QAD·POA0100

I
NEEDLE BEARING

Install the snap ri ng into the right swinga rm pivot
groove secu rely . SNAP RING

15-25
Contents Chapter 15


