
HYDRAULIC BRAKE

If not using an auto­

matic refill system,

add brake fluid

wh en the fluid level

in the reservoir is

low.

Do not release the

brake lever or pedal

unt il the bleed valve

has been closed .
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Connect a comm ercially avai lab le brake bleeder to
t he bl eed valve .

Operate the brake bleeder and loosen t he bleed
va lve .

• Check th e fluid level oft en w hile bleeding the
brakes to preve nt air from being pu m ped in to the
system.

• If air is enter ing th e blee der fro m around th e
bleed va lv e t hread s. sea l th e thread s with tefl o n
ta pe .

• When using a brake bleeding tool, foll ow the
manufacturer 's ope rating inst ruct io ns.

Rep eat above procedu re until air bubbles do not
appea r in t he bleed hose.
Close the bleed valve.

TORQUE: 5.9 N·m (0.6 kqf-rn, 4.3 Ibf.ft)

Ope rate the bra ke pedal. If it st ill feels spongy, ble ed
the sy stem aga in .

Fill th e rear brake reservoi r to th e upper leve l wi th
DOT 4 bra ke fluid from a sea led co ntainer.
Install the d iap hragm, set plate, reservo ir cap and
screws.
Tighten the screws to th e specif ied t orque.

TORQUE: 1.5 N·m (0.15 kgf·m.1.1Ibf·ltl

Install the rear seat cowl (page 3·B).

If t he brake bleede r is not avai lable, perform the tot­
lowing proced ures:

Con nect a clear bleed hose to the ble ed valve.
Press urize the syste m with th e brake lever or pedal
until the re are no air bubbles in the f luid f lowing out
of th e reservoir sm all hol e and lever or ped al resis­
tance is felt.

1. Sq ueeze the brake lever o r push the b rake peda l,
open t he bleed valve 1/2 t u rn and t hen close t he
va lve.

2. Release the brake lever or pedal slow ly and wait
severa l seconds aft er it reaches the end of its
travel.

3. Repeat st eps 1 and 2 until bubbles cease to
ap pear in th e flu id co m ing out of the bleed valve.

4. Tighten t he bl eed valves.

TORQUE:

Front caliper bl eed valve:

7.8 N·m (0.8 kqf-rn, 5.8 tbf.tt)

Front master cylinder bl eed valve:

5.9 Nrn (0.6 kqf-m, 4.3 lbf.tt)

Rear caliper bl eed valve:

5.9 Nrn (0.6 kqf -m, 4.3 lbf .tt)

5. Fil l the reserv oi r to t he up pe r level li ne with DOT
4 brake f luid f rom a sea led conta iner.
Install the diaphragm, set p late an d reserv oir
cap .
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