
HYDRAULIC BRAKE

Install the new brake pads.
Low er t he cali per w hil e pushing th e pads aga inst
th e pad spr ing so th at th e pad ends are posit io ned
onto the retain er on th e ca lipe r bracket.
Install new O-ring to th e pad pin groove.
Install the pad pin.

Tighten the caliper mounting bolt to the specified
torque.

TORQUE : 23 Nm (2.3 kqf-m, 17 Ibf·ft)

Tighten the pad pin to the specified torque.

TORQUE: 18 N·m (1.8 kqf-rn, 13 Ibf·ft)

BRAKE DISC INSPECTION
Visual ly inspect t he brake d iscs fo r damage or
cracks.
Measure the brake disc thickness with a microme
ter. :

SERVICE LIMITS:

FRONT: 4.0 m m (0.16 in)

REAR: 4.0 m m (0.16 in)

Replace the brake disc if th e smallest measurement
is less than the service limit.

Measure the brake d isc warpage w ith a dial indica
tor.

SERVICE LIMITS:
FRONT: 0.30 mm (0.0012 in)

REAR: 0.30 mm (0.0012 in)

Check the wheel bea rings fo r excessive play (page
14-17 and 15-8), if the warpage exceeds the service
limit.
Replace the brake disc if the wheel bearings are nor
mal.
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